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INSTALLATION INSTRUCTIONS 
STILLEN Grounding Kit 

P/N 606366 
09 NISSAN MAXIMA 

Materials supplied: 
1. Grounding cable assembly 
2. 5  6” cable ties 
3. 1  M6 NUT 
4. 2  M6x16mm FHCS 
5. 1  M6x10mm FHCS 
6. 1  M8x12mm HHFB 
Equipment needed: 
1. +,- Screwdriver 
2. Assorted pliers/wrenches 
3. Assorted sockets/ratchets 
 

��� � !!!! 
WARNING: 

IF YOU ARE NOT EXPERIENCED IN THE AREA 
OF AUTOMOTIVE MECHANICS WE STRONGLY 
URGE THAT YOU REFER THIS INSTALLATION 

TO YOUR MECHANIC. 

NOTE:  
Installation: 

1. Disconnect negative terminal of battery. 
Remove the decorative engine cover. 

2. With the long 2 terminal grounding cable 
you will be attaching to point A first near the 
power steering tank as shown in PHOTO 1. 
Route the other end of the cable as shown 
towards point B over one of the existing 
grounding points. See PHOTO 1 

3. Next you will be installing the 4 point 
terminal cable.  Take the short end and 
attach it to point C underneath the coolant 
overflow tank.  From here you will mount to 
point D where an existing stock ground is 
located.  From here you will mount to point 
E using the existing bolt. See PHOTO 2.  
From there you will route the last terminal 
point of this cable underneath the airbox 
duct to the negative battery terminal, which 
is point F in PHOTO 2.  Use the provided 
hex nut.  Note: You will also be mounting 
another terminal point on the negative 
terminal as well.  So it is best to stack 
both using the provided hex nut . 
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4. Lastly you will be mounting the last cable 
with 3 terminal points.  Attach the long end 
of the grounding cable to the negative 
battery terminal.  This is point G in PHOTO 
2.  From there you will be mounting to point 
H near the shock end.  Now you can mount 
the final grounding point to location I near 
the back of the airbox. 

5. Make one final pass to make sure all your 
points are secure, as well as your negative 
battery terminal. 

6. Reinstall your decorative engine cover. 
7. DONE!!!   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


